What is claimed is: 

1. In a spool valve arrangement comprising: 
a housing having an internal cylinder bore extending along 
a longitudinal axis and also having a plurality of first pressure 
medium ports communicated with the cylinder bore to cause flow 
therethrough of pressurized air or like pressure medium, a conduit 
end being screwedly mounted in each of the first pressure medium 
ports; 

a cylinder fitted in the cylinder bore of the housing along 
the longitudinal axis thereof, the cylinder having an internal 
spool bore extending along the longitudinal axis thereof and also 
having a plurality of second pressure medium ports communicated 
with the spool bore and, in the fitted position of the cylinder 
in the cylinder bore, each of said second pressure medium ports 
cooperating in such a state of communication with each of the first 
pressure medium ports of the housing as to form a pressure medium 
flow passage; 

a spool reciprocally inserted in the spool bore of the 
cylinder along the longitudinal axis thereof; and 

a pilot pressure applying means for selectively applying 
a pilot pressure to the ends of the spool to cause reciprocation 
thereof in the spool bore; 

a shoulder formed in the inner periphery of each of the first 
pressure medium ports of the housing; and 

a plurality of sockets each having a small diameter part 
having an outer periphery for detachable fitting in the inner 
periphery of each of said second pressure medium ports of the 
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housing, a large diameter part continuous to the small diameter 
part and having an outer diameter size capable of being fitted 
in each of said first pressure medium ports of the housing, the 
large diameter part having a greater diametrical size than that 
of the small diameter part, and an internal thorough bore; 

wherein each of the sockets is inserted into the 
corresponding first pressure medium port of the housing and also 
into the corresponding second pressure medium port of the 
cylinder such that the small diameter part of the socket is fitted 
in the corresponding second pressure medium port of the cylinder 
and also that the large diameter part of the socket is engaged 
with the shoulder in the corresponding first pressure medium port 
of the housing, and wherein with screwed fitting of the conduit 
end in each of the first pressure medium port said socket seals 
said pressure medium flow passage formed by said first and second 
pressure medium ports and prevents the cylinder from rotating 
relative to the housing. 

2. The spool valve arrangement according to claim 1, 
wherein the housing, the cylinder, the spool and the sockets are 
made of synthetic resin, and particularly the cylinder, the spool 
and the sockets are made of polyetheretherketone resin. 

3. The spool valve arrangement according to claim 1, 
wherein the cylinder is fitted by clearance fit in the cylinder 
bore of the housing, and the small diameter part of each socket 
is fitted by clearance fit in the corresponding second pressure 
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medium port of the cylinder. 



4. The spool valve arrangement according to claim 3, 
wherein the housing, the cylinder, the spool and the sockets are 
made of synthetic resin, and particularly the cylinder, the spool 
and the socket are made of polyetheretherketone resin. 
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